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Pipeline and Hazardous Materials Safety Administration, DOT § 178.356–2 

Subpart K—Specifications for 
Packagings for Class 7 (Ra-
dioactive) Materials 

§ 178.350 Specification 7A; general 
packaging, Type A. 

(a) Each packaging must meet all ap-
plicable requirements of subpart B of 
part 173 of this subchapter and be de-
signed and constructed so that it meets 
the requirements of §§ 173.403, 173.410, 
173.412, 173.415 and 173.465 of this sub-
chapter for Type A packaging. 

(b) Each Specification 7A packaging 
must be marked on the outside ‘‘USA 
DOT 7A Type A.’’ 

(c) Each Specification 7A packaging 
must comply with the marking re-
quirements of § 178.3. In paragraph 
178.3(a)(2), the term ‘‘packaging manu-

facturer’’ means the person certifying 

that the package meets all require-

ments of this section. 

[Amdt. 178–109, 60 FR 50336, Sept. 28, 1995; 60 

FR 54409, Oct. 23, 1995, as amended at 69 FR 

3696, Jan. 26, 2004; 70 FR 56099, Sept. 23, 2005] 

§ 178.356 Specification 20PF phenolic- 
foam insulated, metal overpack. 

§ 178.356–1 General requirements. 
(a) Each overpack must meet all of 

the applicable requirements of § 173.24 

of this subchapter. 
(b) The maximum gross weight of the 

package, including the inner cylinder 

and its contents, must not exceed the 

following: 
(1) Specification 20PF–1—138 kg (300 

pounds). 
(2) Specification 20PF–2—320 kg (700 

pounds). 
(3) Specification 20PF–3—455 kg (1000 

pounds). 
(c) The general configuration of the 

overpack must be a right cylinder, con-

sisting of an insulated base section, a 

steel liner lid, and an insulated top sec-

tion. The inner liner and outer shell 

must be at least 16-gauge and 18-gauge 

steel, respectively, with the inter-

vening cavity filled with a molded-in- 

place, fire-resistant, phenolic-foam in-

sulation interspersed with wooden 

members for bracing and support Wood 

pieces must be securely attached to 

both the liner and shell. No hole is per-

mitted in the liner. Each joint between 

sections must be stepped a minimum of 

5 cm (2 inches) and gaps between mat-

ing surfaces must not exceed 5 mm (0.2 

inch). Gaps between foam surface of 

top section and liner lid must not ex-

ceed 1 cm (0.4 inch) or 5 cm (2 inches) 

where taper is required for mold strip-

ping. For the specification 20PF–1, the 

top section may consist of a plug of 

foam insulation and a steel cover. The 

liner and shell closures must each be 

gasketed against moisture penetration. 

The liner must have a bolted flange 

closure. Shell closure must conform to 

paragraph (d) of this section. 

(d) Drums over 5 gallons capacity 

must be closed by means of 12-gauge 

bolted ring with drop forged lugs, one 

of which is threaded, and having 3⁄8 

inch bolt and nut for drums not over 30 

gallons capacity and 5⁄8 inch bolt and 

nut for drums over 30 gallons capacity. 

Five gallon drums must be of lug type 

closure with cover having at least 16 

lugs. 

(e) Drawings in DOE CAPE–1662, Rev. 

1 and Supplement 1 (IBR, see § 171.7 of 

this subchapter), which include bills of 

material, are a part of this specifica-

tion. 

[Amdt. 178–35, 39 FR 45247, Dec. 31, 1974. Re-

designated by Amdt. 178–97, 55 FR 52716, Dec. 

21, 1990; 65 FR 58632, Sept. 29, 2000; 66 FR 

45386, 45389, Aug. 28, 2001; 68 FR 75757, Dec. 31, 

2003] 

§ 178.356–2 Materials of construction 
and other requirements. 

(a) Phenolic foam insulation must be 

fire-resistant and fabricated in accord-

ance with USDOE Material and Equip-

ment Specification SP–9, Rev. 1 and 

Supplement (IBR, see § 171.7 of this sub-

chapter), which is a part of this speci-

fication. (Note: Packagings manufac-

tured under USAEC Specification SP–9 

and Rev. 1 thereto are authorized for 

continued manufacture and use.) A 13.7 

cm (5.4-inch) minimum thickness of 

foam must be provided over the entire 

liner except: 

(1) Where wood spacers replace the 

foam; or 

(2) At protrusions of liner or shell, 

such as flanges, baffles, etc., where 

minimum insulation thickness is 9 cm 

(3.5 inches); or 

(3) Where alternate top section (spec-

ification 20PF–1) is used. Foam must 

not interfere with proper seating of 
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